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CONTAINMENT BUCKLING PROGRAM

C. A. Anderson, Q-13
J. G. Bennett
Energy Division
Los Alamus National Labcratory
Ninth Water Reactor Safety Research [nformation
October 27, 198!

The Containment Buckling program at the Lus Alamus National Ldboratory s
aimed at evaluating the adequacy of the current design procedures tor free
standing steel nuc lear containment snelis against static and uyr.amic struc-
tural instability, Such buckling behavior will typicallv pruduce large dis-
placements in the shell wali that will potentidily violate seals dround natches
and penetrations, or even pruduce puncture ur tedring of the sneil wull resuit-
ing in a loss of containment tunction. The ultimate qoal ot the program 1s to
provide NRC with a basis for evaludting the assuvcidled licensing 1ssues dnd to
recommend dppropriate changes and aaditions to the NRC Review (riterig,

The prugram is pruceeding in Lhree basic priases, Phdse | way dn evalua-
tion of the possibility of the ASME Arca Repldacement Melnod tur Reintorcing
dround circuldr penctrations ds also being d means Lo isure dgainst hucwling,
This phase hat been completed and is reported in detarl in Ref, 1.

In Phase | stevl cylinders samulating containment shells were tabricoeted
to vne-sixtieth dctual s:ize¢, A number of these cylinders were left unpene-
trated: othery were fabricated with o scdled penct ation and then reintorced
to various amunts according to Lhe ASME code rules; none were stittened Ly
rangs ds 1% norimal tor contarmment vessels,  The cylinuers were chieeaed tor
rour dness, end pdrallelism, varigation in wall thickness, and other impertec-
twn, then were instrumented with strain gages,  Afte:s cdietul stoimning be-
tween e cylinder and testing machine to help approach unitorim end lodding,
the cylivaer was loaded to tarlure.  Figure | osnows one of the penstrated and
reinforced cylinders atter testing,

These experiments ¢ learly showed Lhat tabraication mpertections dumnated
the buck ling farlure ot steel cylinders, For cxemple, unpenctrgted cylingders
buckled at a lvad considerably lower than the value predicted tor perfect oyl-
inders, Cylhinders with penetrdations but no reinforcement tarled ot essentially



the same load as unpenetrated cylinders; that is, the effect of the hole was
apparently too small to cause buckling before the shell failed from other im-
perfections, Imperfections are, thus, felt to be the main reason for the con-
siderable scatter in the data for the steel cylinders shown in Fig, 2 (dots),
For comparisori, data (triangles) are also plotted from study of a reusable

My .ar shell. Because the Mylar cylinder was of high enough qualtiy that the
penetration lowered the buckling load, these data show lit'le scatter as the
buckling load increases with reinforcement. In this figure the amount of
reinforcement is expressed as a peréentage of that recommended in the ASME
code for reinforced penetrations. The main conclusion from this study is that
by reinforcing a circular penetration according to the ASME Area Replacement
Method, the buckling load wiil be increased, but not necessarily back up to
the unpenetrated value.

Phase Il is a series of ring stiffened experiments that will be used to
benchmark computer code buckling predictive capability. This phase is being
carried out in coordination with Lockheed Palo Alto Research Laboratory's ana-
lytical studies of the same geometric configurations, and with the cooporation
of Chicago Bridge and Iron who supplied typical penetration sizes and framing
details in accordance with industry practice. Analytical predictions have
been partially completed and experiments are now underway on these shells,
Figure 3 shows a photograph of one of the "baseline" benunmark test cylinders
that are cur-ently undergoing imperfection measurements and instrumentation.
The baseline benchmark test cylinders do not have penetrations.

Current plans call for loading the cylinder with a concentrated load ap-
plied at one-half th2 radius through a relatively rigid top luading plate and
end ring, resulting in a nonaxisymmetric buckling mode. The present analyti-
cal predictions by Lockheed are that a nonsymmetric "elephants" foot local
buckling pattern will develop in the 2.5 in. bay between the seventh and eighth
ring from the top of the cylinder at a load of 17,840 1b.

Figure 4 shows plans for one of the typical follow-on test cylinders that
are currently being fabricated that will have framed and reinforced penetra-
tions. Penetrations fall into the category of interrupting no ring stiffeners,
to interrupting up to three rings. Framing details can vary, but the basic
philusophy is to frame the penetration in such a manner as to meke the ring
"look" continuous by replacing the area and bending stiffness of the inter-
rupted rings. Reinforcing is in accordance with applicable ASME code require.
ments. Credit is also taken for the nozzle neck as part of the reinforcing up



to one shell wall thickness. Neck area greater than this appears to have an
insignificant effect. Four of these cylinders, one for each type of penetra-
tion, are now under construction.

The third phase of the program is to study and develop recommendations on
the dynamic buckling behavior of steel containments. Primary loads of inter-
est are both earthquake and asymmetric accidental internal pressure transients.

There is no doubt that she!l "buckling" or, at least a large displacement
buckling type of failure that resembles those obtained statically, will occur
at some value of dynamic loading (as evidenced in the numerous failed tanks in
earthquake prone regions, for example). Beyond this, a dynamic buckling load
is difficult to define. The generally accepied definition is the dynamic
loading that will cause a large increase in displacement with little or no
increase in acceleraticn magnitude. From experimental data on Lexan or Mylar
shells that can “"snap through" and recover, such displacement patterns can be
observed to occur at a given magnitude of acceleration during sinusoidal forc-
ing tests. For a steel shell, only one will occur before failure and a
"different" shell is obtained. For this reason, studying this phenomena using
Lexan or Mylar is attractive,

The currently accepted design practice for these loadings as they in-
fluence buckling is the "freezing in time" analysis method. The transient
stresses in the containnent shells are first calculated and then a static
pifurcation analysis is performed using the stress field from the (usually
linear) transient analysis., The "freezing in time" technique has not been
subjected to rigorous evaluation except for a few i1soiated cases.

The details of the technique vary from investigation to investigation,

The simplest method is to choose an appropriate time, based on engineering
Judgement and locate the largest compressive membrane stresses. These stresses
are ascumed to act uniformally over the complete shell as a prebuckling stress
field and the buckling stress is then found from either a closed form solu-
tion, or an empirical formula, or a numerical analysis,

Other variations are to use the complete spatial distribution of the mem-
brane stresses from the transient analysis and then perform a bifurcation ara-
lysis at variout "snapshots" in time. Still another variation is to include
the prebuckling bending stresses in the bifurcation analysis, although they
usually have little effect on buckling.



The transient analysis can be both materially and geometrically nonlinear,
although geometric nonlinearities prcbably have little effect. Shallow spher-
ical caps under transient pressure are an exception., Plasticity has not been
investigated to any extent in this type of problem. Realistic end conditions,
discrete stiffeners, penetrations, attached masses, etc. probably should be
but are not always included in the transient analysis.

Qur program is proceeding along the line of a joint analytical/
experimental effort, using Lexan as a model material in an effort to study the
"freezing in timc" technique. We are studying generic containment-like
models, ultimately including ring stiffeners, penetrations, and significant
attached masses. It is surprising that this method of analysis has gained
acceptance without evidence being presented Lo verify its accurdcy and assess-
ing the limits of its applicability. We believe that this phase of the pro-
gram may be the most mportant contribution to both NRC licensing criteria and

the buckling literature in general.
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Fig. 2. Experimental data showing the effort of reinforcement

on the buckling load.



Fig. 3. Baseline benchmark test cylinder undergoing imperfection measurements.
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Fig. 4, Framing and construction plans for a test cylinder that
has two interrupted rings.



